
 
 

Hydro-Lek Ltd, Falcon House, Ivanhoe Road  Hogwood Lane Industrial Estate, Finchampstead, Berkshire RG40 4QQ 
Tel: +44(0)118 9736903  Fax: +44(0)118 9736915    Email: enquiries@hydro-lek.com   Website: http://www.hydro-lek.com

HLK-2010 180º Jaw Rotate Assembly: 
The HLK-2010 180º Jaw Rotate Assembly is a compact unit which drives 316 SS jaws 
which open to 154mm and rotate through 180°. The assembly is mounted on all the light 
and medium duty Hydro-Lek arms, and can be used in any purpose built arm. It can be 
mounted in a confined space, such as internal pipeline inspection & equipment. The jaws 
incorporate a 1/2" slot, which can be used to locate a "T" handle for equipment 
deployment. 
 
Specification: 
 
Dimensions Length 300mm 
 Height 130mm 
 Width 85mm 
Functions Jaw rotate 180° 
 Torque at 140 bar (across rotate ports) 14Nm 
 Jaw open/close 154mm - 0mm 
 Cutter max (polypropylene rope) 19mm 
Weight Weight in air 4Kg 
 Weight in water 3.3Kg 
Construction 316 SS 

 HE 30 Hard anodised aluminium 
Hydraulics Max working pressure 210 bar 
Ports  1/8 NPT 




