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HLK-6020 Pressure Regulator Valve : 
 
Manufactured from polished 316 stainless steel, this versatile valve is equipped to carry 
different pressure rated cartridges.  It is fully adjustable through the ranges fitted by 
turning the knurled knob (3 turns for the full range).  The ports are duplicated to allow 
multiple feed and output circuits, as well as access points for pressure gauges.  Two M6 
tapped holes are provided in the base for mounting purposes. 
 
Specification: 
 
Length 132 mm 
Diameter 38 mm 
Mounting Holes 2 x M6 on a 28 mm PCD 
Weight in air 1.1 Kg 
Weight in water 0.95 Kg 
Standard port 1/8 NPT 
Pressure Cartridge Ratings 0-20 BAR 
  20-75 BAR 
  30-140 BAR 
Maximum flow  20 Litres/min 
Maximum Working Pressure 210 BAR 
Material 316 SS 
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HLK-6030 Selector Valve : 
 
Made from polished 316 stainless steel, the HLK-6030 Selector Valve enables a flow of 
water or oil to be diverted from one port to another or accept flows from two different 
sources and select the use of each.  Typical applications include diverting high pressure 
water from a pump to either a jet nozzle or suction jet, to enable removal of debris after 
cleaning with the water jet. 
 
Specification: 
 
Length 122 mm 
Diameter 38 mm 
Mounting Holes 2 x M6 on a 28 mm PCD 
Weight in air 1.0 Kg 
Weight in water 0.85 Kg 
Maximum Flow  20 L/min 
Working Pressure 210 BAR 
Standard port  1/8 NPT 
Material  316 SS & Bronze 
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HLK-6040 High Low Flow Valve : 
 
Manufactured mainly from polished 316 stainless steel, this valve has a bronze spool 
which enables it to control either hydraulic or water systems.  The valve is a remote 
device, which uses a hydraulically pilot actuated spool to set a flow through its body from 
full to zero.  By adjusting the control screw, the end point can be increased to a new 
position, so that the flow can be set to any point below full flow when selected by the pilot 
control.  Typical applications are for the remote speed control of hydraulic motors or 
water jet cleaning systems. 
 
Specification: 
 
Length 162 mm (excluding the adjustment screw) 
Diameter 38 mm 
Mounting Holes 2 x M6 on a 28 mm PCD 
Weight in air 1.1 Kg 
Weight in water 0.95 Kg 
Standard port 1/8 NPT 
Working Pressure 210 BAR 
Material 316 SS 




